
Specifications

Features & Benefits 
Non-Contact Sensing
•	Using the provided target magnet, MTS does not require 

physical contact, resulting in less required adjustment 
over time.

Global Approvals
•	Easier to fit project specifications with easy, global general 

purpose, explosion-proof or intrinsically safe options.

Applications
• Automated Valve Position Indication

• Manual Valve Position Indication

• Security Door/Panel Indication

• Limit Switch Alternative

Product Data Sheet
TR000256ENUS-01_01-21

MTS- Low Current MTS- High Current

Certifications cULus, IEC/ATEX, CCC, CE (Regionals available) cULus, IEC/ATEX, CCC, CE (Regionals available)
Explosion-Proof Yes Yes
Intrinsically Safe Yes (Optional) No
Min Operating Temperature -40°C -40°C
Max Operating Temperature 85°C 85°C
Contact Material SPDT Rhodium SPDT Tungsten
Ingress Protection IP66/67 IP66/67
SIL Capable SIL 1/2; SC3 SIL 1/2; SC3
Enclosure/housting material 316L Stainless Steel 316L Stainless Steel
Mounting Threads 5/8" or M18 5/8" or M18
Connection Options/Types Leads, Cables Leads, Cables
Conduit/cable Entry 1/2" NPT or M20 1/2" NPT or M20
Switching frequency 60Hz 60Hz
Sensing Range/Distance* 7.5mm 4mm
Differential* 3mm 1.5mm

Max Electrical ratings
AC: 0.2A @ 120V AC: 3A @ 120V, 1.5A @ 240V

DC: 1A @ 24V DC: 2A @ 24V
Contact resistance 0.1 Ohm 0.5 Ohm
Electrical compatibility AC/DC; NPN/PNP; NO/NC AC/DC; NPN/PNP; NO/NC
Power Consumption No No

*Sensing distance and differential rounded to nearest 0.5mm

316L Stainless Steel Enclosure 
•	Resistant to corrosion, water ingression and other 

environmental strains.

Magnetic Target Switch
 MTS
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Model #:

Serial #:

3300 Fern Valley Road; Louisville, KY 40213
. . . . II 2 G Ex db IIC T6...T4 Gb
. . . . II 2 D Ex tb IIIC T85◦C...T135◦C Db
UL 20 ATEX 2406/ IECEx UL 20.0082
Class I, Zone 1, Div 1, Grps A - D
Class II, Zone 21, Div 1, Grps E - G; Class III
-40◦C≤ Ta ≤ 70◦C...85◦C
120VAC, 0.2A; 24VDC, 1A

IP66/67; 1/2" NPT Conduit Entry

MTS-21B

Magnetic Target Switch

Model MTS 5/8"-18 Mounting Thread / 1/2"
NPT Conduit

Contact Form 1A Max SPDT
Area Classification Haz Loc Global cULs, ATEX/IECEx
Termination PVC Cable 2m
Regional Cert No Regional Cert
Custom Field Custom

Current as of February 8, 2021 – Subject to change without notice.
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